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Product Description
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Specifications & Typical Health
Appravals Properties Safety

ti.wear hydraukc oits formulaled with additives that
aC Gits. 1n case of an accidentd! release into the

envirorment, They are larmulated with 3n sdvanced ashiuss anti-wgar tnchnclogy, non-loxic inhiblicss and selest base oiis.
Thise products exhiod excelient srtiwvear perormance and very Good axkome-aressure properies protesting pumps and

-bagdings lrom pro-matume wear. Thsis excelian: exigalion stabuity nelya
feomation of shudge and deposits

Features & Benelits

Exxon Nyto HP Seres oils ofier the following benehls.

Applicatlions

aiil

o oxiersion of oil any Mler {ife while reducing the

Nan-toxis piopedies resuft in less notential damage o Ine anvaonment o accidentally spilted or leaked
Excellent oxidalion stabihily allows extension of oil and fiter change intervals

Exceplional anli.wear propersies help reduce wear of mechanicht camponents

Easier used praduct disposat i

e Sullable for applicaiions in woodland, masine, mining, pulp and papert, farming and genera! industry hydrauhc

systems
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Specifications & Approvals

Areas where spillage or leakage could resull in environmenial damage
o Systems conaining beatings and lightly loaded gears
e For yse in all hydravlic systems requirng an ISO VG 46 or 68 oil

Meels or Exceeds Lhe Exxon Exxon Exxon Exxon
lollowing industry Nuto Nuto Nuto Nuto
specifications HP 15 HP 22 HP 32 HP 46
DIN 51524 2 X X X
Meels or Exceeds the Exxon Lxxon Exxon
following industry Nuto Nuto Nuto
specifications HP 68 =P 100 HP 150
DIN 51524.2 X X
Typical Properties

Exxon Exxon Zxxon Exxon

Nuto Nulo Nuto Nuto

HP 15 HP 22 HP 32 HP 46
Viscosity, ASTM D 445
€S @ 40°C 15 22 30 44
cSt@ 100°C 345 4.42 5.3 €.7 .
Viscosity Index, ASTM D 96 105 105 104
3270 | USEPA SF
Flash Point, °C, ASTM D 92 182 206 220 230
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Nuto HP Series

Cransity @15 °C kg -ASTH:
i 84052 ’

Viscosity, ASTM ©3 445
€St @ 40°C
cSI @ 100°C

Viscosity lngex. ASTA D
2270

Pour Fonsit, “C, ASTH 8,47
Fiash Paint °C. ASTH: [ 92

Dunsity &3 °0 kg, ASTM
D ensz
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Health & Safety
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Based on availabic information. this product is not expecied 1o praduse adverse ofiects onhealth when ussd for the intended
application and the recommendations provided in the Materlal Salety Data Sheet (AZTS) arelolinweed MSDES's are avaliable
upon request through your sales contract olfice, or via the intemel. This product should nai ba used tor pumposes. other than ils
nlended use If disposing of used progucl. izke care to protect the envirorment,

The £a.0n (E550) logolype ihe Runmng Tiger are trademarks of Exaun Hicbi Coporeticn, or one of its suisidips
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1-800-44Exxon (443-9966)

Due to continual praduct research and development, the information contained herein is subject to change withoul e
nouficancn 2l i-’?
Typical Propenties may vary slightly This praduct data sheel 1s based on giobal product dai2 sheets for use wiih producls <. 1D
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